
Valve Specifications

Features Benefits

 Isolates process fluids 
absolutely

 Contaminent-free operation

 Drains fully in multiple 
orientations

 Easy to seal and inspect

 Up to 80% reduction in 
maintenance costs

 Reduced down-time when 
changing diaphragms

 Never needs re-tightening

 Never needs adjustment

 Provides contamination-free 
operation

 Easier traceability

 Radial diaphragm

 Clean, self-draining design

 Assemble with clamp

 Integral travel stops

 Patented shoulder seal

 All valves are serialized

 CV (@ 1 psi) 

ASEPCO Inline Radial-DiaphragmTM Valves 
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Shoulder seal
(static seal)

Handle

OUTLET

Shut-off seal
(dynamic seal)

INLET
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http://www.asepco.com/pages/products/valves/valveInline.php


Cleaner Radial Seal

Radial ValveWeir Valve

Easy & Quick Assembly

Eliminates Critical Drain Angle

Potential Entrapment 
Area

Cleaner Radial 
Seal

Weir Valve
needs a critical 1º drain angle

Comparing Designs

Radial Inline
offers a flexible 90º drain ability

No tools required 
or retightening

Requires tools 
and sometimes 

retightening
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Weights

Size Valve Body Total Weight with 
Manual Actuator

Total Weight with 
Pneumatic Actuator

inches lb (Kg) lb (Kg) lb (Kg)

0.50 1.05 (0.48) 1.55 (0.70) 3.50 (1.59)

0.75 1.20 (0.55) 1.75 (0.80) 3.65 (1.66)

1.00 2.10 (0.95) 3.60 (1.64) 6.70 (3.05)

Inline Valve Flow Rates

Size Cv at 1 psi (0.07 bar)

inches GPM (LPM)

0.50  4.49 (17)

0.75 7.13 (27)

1.00 18.49 (70)

www.asepco.com 
We make it right.

Dimensions are in inches (mm). 

Inline Valve Dimensions

Size
 

inches

A B- with 
Manual 
Actuator

B- with 
Pneumatic 
Actuator

D - with 
Manual 
Actuator

D - with 
Pneumatic 
Actuator

 0.50 3.50 (88.90) 2.40 (60.96) 3.10 (78.74) 2.70 (68.58) 6.70 (170.18)

0.75 3.00 (76.20) 2.40 (60.96) 3.10 (78.74) 2.90 (73.66) 6.70 (170.18)

1.00 4.50 (114.30) 2.60 (66.04) 3.10 (78.74) 4.10 (104.14) 7.50 (190.50)

Inline Valve  Dimensions, Flow Rates, and Weights Specifications

Fully drainable at multiple installation angles
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